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1
TRUCK BED EXTENSION

RELATED APPLICATION

This application is a continuation-in-part of U.S. Non-
provisional application Ser. No. 14/472,031 that, in turn,
claims priority to provisional patent application U.S. Ser. No.
61/871,064 filed on Aug. 28, 2014, the entire contents of both
applications is herein incorporated by reference.

BACKGROUND

The embodiments herein relate generally to automotive
accessories.

Prior to embodiments of the disclosed invention, truck bed
extensions did not have a good theory of how to accommodate
the existing striker or latch post. Some endeavors include:
U.S. Pat. No. 8,109,552 issued to Nelson; U.S. Pat. No. 6,378,
926 issued to Renze; and U.S. Patent Application Publication
2014/0175826 filed by Hausler.

Nelson teaches a truck bed extension system that uses a
back member and two sides, but does not teach a bracket and
clip to attach to the existing striker post on a truck. Rather,
Nelson teaches replacing the striker assembly entirely. Renze
uses a rotatable latch key attach the wing to the truck. Hausler
uses a hinge assembly for this purpose.

SUMMARY

A truck bed extension is configured to connect to a right
striker post and a left striker post on a truck having a tail gate.
The truck bed extension has a tail gate attachment plate,
mechanically coupled to the tail gate. A back plate is rota-
tionally connected to the tail gate attachment plate with a first
back plate hinge assembly, a second back plate hinge assem-
bly, a third back plate hinge assembly and a fourth back plate
hinge assembly. Right and left plates are rotationally con-
nected to the back plate with two plate hinge assemblies. A
right plate bracket is attached to the right plate and configured
to receive the right striker post. A left plate bracket is attached
to the left plate and configured to receive the left striker post.

BRIEF DESCRIPTION OF THE FIGURES

The detailed description of some embodiments of the
invention is made below with reference to the accompanying
figures, wherein like numerals represent corresponding parts
of the figures.

FIG. 1 is a perspective view of an embodiment of the
invention shown in use (installed) in non-deployed configu-
ration.

FIG. 2 is a detail perspective view of an embodiment of the
invention demonstrated partially deployed.

FIG. 3 is a detail perspective view of an embodiment of the
invention demonstrated partially deployed.

FIG. 4 is a detail perspective view of an embodiment of the
invention demonstrated fully deployed but unlocked.

FIG. 5 is a perspective view of an embodiment of the
invention demonstrated in flat configuration.

FIG. 6 is a detail perspective view of an embodiment of the
invention demonstrated in flat configuration and demonstrat-
ing hinge components.

FIG. 7 is a detail perspective view of an embodiment of the
invention similar to FIG. 6 but eliminating hinge components
for illustrative clarity of plate design.
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FIG. 8 is a detail exploded view of an embodiment of the
invention demonstrating primary component assembly
method.

FIG. 9 is a detail exploded view of an embodiment of the
invention demonstrated fully deployed.

FIG. 10 is a detail exploded view of an embodiment of the
invention demonstrated fully deployed and locked.

FIG. 11 is a detail perspective view of an embodiment of
the invention demonstrating alternate configuration.

FIG. 12 is a detail perspective view of an embodiment of
the invention.

FIG. 13 is a detail perspective view of an embodiment of
the invention.

DETAILED DESCRIPTION OF CERTAIN
EMBODIMENTS

By way of example, and referring to FIGS. 1-14, truck T
has tail gate G, right striker post S and left striker post S. A
user desires to extend the length of the bed of truck T and
truck bed extension 10 accomplishes this. Truck bed exten-
sion 10 is mechanically coupled to tail gate G with tail gate
attachment plate 12. As shown in FIG. 14, and in some
embodiments, this can be done with tail gate attachment plate
fasteners 212. Tail gate attachment plate 12 further comprises
first tail gate attachment plate extension portion 14, second
tail gate attachment plate extension portion 16, third tail gate
attachment plate extension portion 18 and fourth tail gate
attachment plate extension portion 20.

First tail gate attachment plate extension portion 14 is
mechanically coupled to first tail gate attachment plate exten-
sion portion tube 22 which is configured to accommodate first
tail gate attachment plate extension portion cylinder 24. Sec-
ond tail gate attachment plate extension portion 16 is
mechanically coupled to second tail gate attachment plate
extension portion tube 28 which is configured to accommo-
date a second tail gate attachment plate extension portion
cylinder. Third tail gate attachment plate extension portion 18
is mechanically coupled to third tail gate attachment plate
extension portion tube 34 which is further mechanically
coupled to third tail gate attachment plate extension portion
cylinder. Fourth tail gate attachment plate extension portion
20 is mechanically coupled to fourth tail gate attachment plate
extension portion tube 38 which is further mechanically
coupled to a fourth tail gate attachment plate extension por-
tion cylinder.

Tail gate attachment plate 12 is mechanically coupled to
back plate 40. Back plate 40 further comprises first back plate
back extension portion 42, second back plate back extension
portion 44, third back plate back extension portion 46, fourth
back plate back extension portion 48, fifth back plate back
extension portion 50, sixth back plate back extension portion
52, seventh back plate back extension portion 54 and eighth
back plate back extension portion 56.

First back plate back extension portion 42 is mechanically
coupled to first back plate back extension portion tube 86 that
encloses a first back plate back extension portion cylinder.
Second back plate back extension portion 44 is mechanically
coupled to second back plate back extension portion tube 82
that encloses a second back plate back extension portion
cylinder. Third back plate back extension portion 46 is
mechanically coupled to third back plate back extension por-
tion tube 80 which encloses a third back plate back extension
portion cylinder. Fourth back plate back extension portion 48
is mechanically coupled to fourth back plate back extension
portion tube 76 which encloses a fourth back plate back
extension portion cylinder. Fifth back plate back extension
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portion 50 is mechanically coupled to fifth back plate back
extension portion tube 74 which encloses a fifth back plate
back extension portion cylinder. Sixth back plate back exten-
sion portion 52 is mechanically coupled to sixth back plate
back extension portion tube 68 which is further mechanically
coupled to a sixth back plate back extension portion cylinder.
Seventh back plate back extension portion 54 is mechanically
coupled to seventh back plate back extension portion tube 40
which further encloses seventh back plate back extension
portion cylinder 65. Eighth back plate back extension portion
56 is mechanically coupled to eighth back plate back exten-
sion portion tube 60 which further encloses eighth back plate
back extension portion tube 61.

First back plate hinge assembly 88 is formed by inserting
first back plate hinge rod 96 through the first back plate back
extension portion cylinder, the first tail gate attachment plate
extension portion cylinder and the second back plate back
extension portion cylinder. Second back plate hinge assembly
98 is formed by inserting second back plate hinge rod 94
through the third back plate back extension portion cylinder,
the second tail gate attachment plate extension portion cylin-
der and the fourth back plate back extension portion cylinder.
Third back plate hinge assembly 100 is formed by inserting
third back plate hinge rod 92 through the fifth back plate back
extension portion cylinder, the third tail gate attachment plate
extension portion cylinder and the sixth back plate back
extension portion cylinder. Fourth back plate hinge assembly
118 is formed by inserting fourth back plate hinge rod 90
through the seventh back plate back extension portion cylin-
der, the fourth tail gate attachment plate extension portion
cylinder and the eighth back plate back extension portion
cylinder.

Back plate 40 further comprises first back plate right exten-
sion portion 104, second back plate right extension portion
106, first back plate left extension portion 108 and fourth back
plate left extension portion 110. First back plate right exten-
sion portion 104 is mechanically coupled to first back plate
right extension portion tube 112, which further surrounds a
first back plate right extension portion cylinder. Second back
plate right extension portion 106 is mechanically coupled to
second back plate right extension portion tube 116, which
further surrounds a second back plate right extension portion
cylinder. First back plate left extension portion 108 is
mechanically coupled to first back plate left extension portion
tube 122, which further surrounds a first back plate left exten-
sion portion cylinder. Second back plate left extension por-
tion 110 is mechanically coupled to second back plate left
extension portion tube 126, which further surrounds a second
back plate left extension portion cylinder.

Right plate 130 further comprises first right plate extension
portion 132, second right plate extension portion 133, third
right plate extension portion 134 and fourth right plate exten-
sion portion 136. First right plate extension portion 132 is
mechanically coupled to first right plate extension portion
tube 138 which further surrounds a first right plate extension
portion cylinder. Second right plate extension portion 133 is
mechanically coupled to second right plate extension portion
tube 142 which further surrounds a second right plate exten-
sion portion cylinder. Third right plate extension portion 134
is mechanically coupled to third right plate extension portion
tube 146 which further surrounds a third right plate extension
portion cylinder. Fourth right plate extension portion 136 is
mechanically coupled to fourth right plate extension portion
tube 147 which further surrounds a fourth right plate exten-
sion portion cylinder.

Left plate 160 further comprises first left plate extension
portion 164, second left plate extension portion 166, third left
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plate extension portion 168 and fourth left plate extension
portion 170. First left plate extension portion 164 is mechani-
cally coupled to first left plate extension portion tube 172
which further surrounds a first left plate extension portion
cylinder. Second left plate extension portion 164 is mechani-
cally coupled to second left plate extension portion tube 174
which further surrounds a second left plate extension portion
cylinder. Third left plate extension portion 166 is mechani-
cally coupled to third left plate extension portion tube 178
which further surrounds a third left plate extension portion
cylinder. Fourth left plate extension portion 170 is mechani-
cally coupled to fourth left plate extension portion tube 180
which further surrounds a fourth left plate extension portion
cylinder.

First right plate hinge assembly 152 is formed by inserting
first right plate hinge rod 154 through the first right plate
extension portion cylinder, first back plate right extension
portion cylinder and second right plate extension portion
cylinder. Second right plate hinge assembly 158 is formed by
inserting second right plate hinge rod 156 through the third
right plate extension portion cylinder, the second back plate
right extension portion cylinder and the fourth right plate
extension portion cylinder.

First left plate hinge assembly 182 is formed by inserting
first left plate hinge rod 164 through first left plate extension
portion cylinder 121, first back plate left extension portion
cylinder 123 and second left plate extension portion cylinder
151. Second left plate hinge assembly 186 is formed by
inserting second left plate hinge rod 156 through the third left
plate extension portion cylinder, the second back plate left
extension portion cylinder and the fourth left plate extension
portion cylinder.

Right plate 130 is mechanically coupled to right plate
bracket 190. Right plate bracket 190 further comprises right
clip 194 which is configured to slide over right striker post S
to prevent right plate 130 from separating from right striker
post S.

Left plate 160 is mechanically coupled to left plate bracket
196. Left plate bracket 196 further comprises left clip 200
which is configured to slide over left striker post S to prevent
left plate 160 from separating from left striker post S.

As used in this application a “tube” is a structure that has
two open ends. A tube need not be cylindrical and it can be any
shape. The drawings, for instance, show the tubes listed above
as being parallelepiped.

Persons of ordinary skill in the art may appreciate that
numerous design configurations may be possible to enjoy the
functional benefits of the inventive systems. Thus, given the
wide variety of configurations and arrangements of embodi-
ments of the present invention the scope of the invention is
reflected by the breadth of the claims below rather than nar-
rowed by the embodiments described above.

What is claimed is:

1. A truck bed extension configured to connect to a right
striker post and a left striker post on a truck having a tail gate;
the truck bed extension, comprising: a tail gate attachment
plate, mechanically coupled to the tail gate;

a back plate, rotationally connected to the tail gate attach-
ment plate with a first back plate hinge assembly, a
second back plate hinge assembly, a third back plate
hinge assembly and a fourth back plate hinge assembly;

a right plate, rotationally connected to the back plate with
a first right plate hinge assembly and a second right plate
hinge assembly;

a left plate, rotationally connected to the back plate with a
first left plate hinge assembly and a second left plate
hinge assembly;
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aright plate bracket, attached to the right plate and config-
ured to receive the right striker post; and

aleft plate bracket, attached to the left plate and configured
to receive the left striker post the tail gate attachment
plate further comprises: a first tail gate attachment plate
extension portion, a second tail gate attachment plate
extension portion, a third tail gate attachment plate
extension portion and a fourth tail gate attachment plate
extension portion;

the back plate further comprises: a first back plate back
extension portion, a second back plate back extension
portion, a third back plate back extension portion, a
fourth back plate back extension portion, a fifth back
plate back extension portion, a sixth back plate back
extension portion, a seventh back plate back extension
portion and an eighth back plate back extension portion;

the first back plate hinge assembly further comprising:

a first back plate back extension portion cylinder, which is
enclosed by afirst back plate back extension portion tube
attached to the first back plate back extension portion;

a second back plate back extension portion cylinder, which
is enclosed by a second back plate back extension por-
tion tube attached to the second back plate back exten-
sion portion;

afirst tail gate attachment plate extension portion cylinder,
which is enclosed by a first tail gate attachment plate
extension portion tube attached to a first tail gate attach-
ment plate;

a first back plate hinge rod inserted through the first back
plate back extension portion cylinder, the second back
plate back extension portion cylinder and the first tail
gate attachment plate extension portion cylinder;

the second back plate hinge assembly further comprising:

athird back plate back extension portion cylinder, which is
enclosed by a third back plate back extension portion
tube attached to the third back plate back extension
portion;

a fourth back plate back extension portion cylinder, which
is enclosed by a fourth back plate back extension portion
tube attached to the fourth back plate back extension
portion;

a second tail gate attachment plate extension portion cyl-
inder, which is enclosed by a second tail gate attachment
plate extension portion tube attached to a second tail gate
attachment plate;

a second back plate hinge rod inserted through the third
back plate back extension portion cylinder, the second
tail gate attachment plate extension portion cylinder and
the fourth back plate back extension portion cylinder;

the third back plate hinge assembly further comprising:

a fifth back plate back extension portion cylinder, which is
enclosed by a fifth back plate back extension portion
tube attached to the fifth back plate back extension por-
tion;

a sixth back plate back extension portion cylinder, which is
enclosed by a sixth back plate back extension portion
tube attached to the sixth back plate back extension
portion;

athird tail gate attachment plate extension portion cylinder,
which is enclosed by a third tail gate attachment plate
extension portion tube attached to a third tail gate attach-
ment plate;

athird back plate hinge rod inserted through the fitth back
plate back extension portion cylinder, the third tail gate
attachment plate extension portion cylinder and the sixth
back plate back extension portion cylinder;

the fourth back plate hinge assembly further comprising:
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a seventh back plate back extension portion cylinder, which
is enclosed by a seventh back plate back extension por-
tion tube attached to the seventh back plate back exten-
sion portion;

an eighth sixth back plate back extension portion cylinder,
which is enclosed by an eighth back plate back extension
portion tube attached to the eighth back plate back exten-
sion portion;

a fourth tail gate attachment plate extension portion cylin-
der, which is enclosed by a fourth tail gate attachment
plate extension portion tube attached to a fourth tail gate
attachment plate; and

a fourth back plate hinge rod inserted through the seventh
back plate back extension portion cylinder, the fourth
tail gate attachment plate extension portion cylinder and
the eighth back plate back extension portion cylinder.

2. The truck bed extension of claim 1,

the right plate further comprises a first right plate extension
portion, a second right plate extension portion, a third
right plate extension portion and a fourth right plate
extension portion;

the back plate further comprises a first back plate right
extension portion and second back plate right extension
portion;

the first right plate hinge assembly further comprises:

a first right plate extension portion cylinder, which is
enclosed by a first right plate extension portion tube
attached to the first right plate extension portion;

a first back plate right extension portion cylinder, which is
enclosed by a first back plate right extension portion tube
attached to the first back plate right extension portion;

a second right plate extension portion cylinder, which is
enclosed by a second right plate extension portion tube
attached to the second right plate extension portion;

a first right plate hinge rod inserted through the first right
plate extension portion cylinder, the first back plate right
extension portion cylinder and the second right plate
extension portion cylinder;

the second right plate hinge assembly further comprises:

a third right plate extension portion cylinder, which is
enclosed by a third right plate extension portion tube
attached to the third right plate extension portion;

a second back plate right extension portion cylinder, which
is enclosed by a second back plate right extension por-
tion tube attached to the second back plate right exten-
sion portion;

a fourth right plate extension portion cylinder, which is
enclosed by a fourth right plate extension portion tube
attached to the fourth right plate extension portion; and

a second right plate hinge rod inserted through the third
right plate extension portion cylinder, the second back
plate right extension portion cylinder and the fourth right
plate extension portion cylinder.

3. The truck bed extension of claim 2,

the left plate further comprises a first left plate extension
portion, a second left plate extension portion, a third left
plate extension portion and a fourth left plate extension
portion;

the back plate further comprises a first back plate left
extension portion and second back plate left extension
portion;

the first left plate hinge assembly further comprises:

a first left plate extension portion cylinder, which is
enclosed by a first left plate extension portion tube
attached to the first left plate extension portion;
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a first back plate left extension portion cylinder, which is
enclosed by a first back plate left extension portion tube
attached to the first back plate left extension portion;

a second left plate extension portion cylinder, which is
enclosed by a second left plate extension portion tube 5
attached to the second left plate extension portion;

afirst left plate hinge rod inserted through the first left plate
extension portion cylinder, the first back plate left exten-
sion portion cylinder and the second left plate extension
portion cylinder; 10

the second left plate hinge assembly further comprises:

a third left plate extension portion cylinder, which is
enclosed by a third left plate extension portion tube
attached to the third left plate extension portion;

a second back plate left extension portion cylinder, which 15
is enclosed by a second back plate left extension portion
tube attached to the second back plate left extension
portion;

a fourth left plate extension portion cylinder, which is
enclosed by a fourth left plate extension portion tube 20
attached to the fourth left plate extension portion; and

a second left plate hinge rod inserted through the third left
plate extension portion cylinder, the second back plate
left extension portion cylinder and the fourth left plate
extension portion cylinder. 25

#* #* #* #* #*



